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CHANGE OF ALTITUDE DEPICTION ON SID/STAR CHARTS FOR
AIRPORTS IN THE UNITED KINGDOM

Beginning in September 2007, Jeppesen will change the altitude depiction for SID and STAR procedures for
airports in the United Kingdom on a routine basis.

Background

The national characteristics of UK airspace (e.g., number of airports with their related airspace within a small
area) lead to complicated arrival and departure routes in order to stay clear of other airspace or traffic. Depar-
tures often include a STOP altitude which must not be violated. It is essential that these limitations are easily
identified by pilots.

Action
The following changes are intended to assist you as the pilot:
1. Procedures with crossing or converging tracks and different altitudes which could lead to misinterpretation
will be divided into separate charts.

2. State AlIP-provided WARNING box is always shown below the procedure title information. (see ballflag 1
on graphic)

3. Altitudes will be placed on the same side of arrival or departure track whenever possible.

4. Use of the well known and worldwide accepted ICAO symbology for altitudes, which is self explanatory,
easy to read and easy to understand.

5. Introduction of the "Altitude Window" on SID charts. The next known STOP altitude will be shown on top of
"above" and "at or above" altitudes to identify clearly the upper limit for the climb. The FMS might not show
the upper altitude at this fix because it is coded at a later position. For the chart this value is "borrowed"
from a later fix to improve situational awareness during climb. (see ballflag 2 on graphic)

6. For improvement of the pre-flight procedure briefing the altitudes will be included in the routing table if the
State source has provided a textual description of the procedure. STOP altitudes will be shown as MAX
altitudes in brackets. (see ballflag 3 on graphic)

7. Introduction of Altitude Window on STAR charts. The next known STOP altitude will be shown underneath
the "below" and "at or below" altitudes to identify clearly the lower limit for the descent. The FMS might
not show the lower altitude at this fix because it is coded at a later position. For the chart this value is
"borrowed" from a later fix to improve situational awareness during descent.

Legend
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